Oil and Gas Extraction Facilities

BEST MANAGEMENT PRACTICES

How to Prevent
Stormwater
Pollution

at a Oi1l and Gas
Extraction Facility

Place tanks on porous pads inside a contained
area.

Line and cover waste reserve and sludge pits.

Recycle materials and dispose of wastes offsite.

Reinject or treat produced water.



How to Prevent Stormwater Pollution
at a Oil and Gas Extraction Facility

BEST MANAGEMENT PRACTICES

B Material Handling, Processing and
Storage Areas

Use dikes and other forms of containment and diversion
around storage tanks, drums of oil, acid, production
chemicals, and liquids, reserve pits, and impoundments.

Place porous pads under drum and tank storage areas.

Use diking and other forms of containment and diversion
around material handlings and processing areas.

Use covers and/or lining for waste reserve and sludge pits
to avoid overflows and leaks.

Use drip pans, catch basins, or liners during handling of
materials such as tank bottoms. Clean up any spills using
dry methods.

B Waste Handling

Recycle oily wastes, drilling fluids and other materials
onsite, or dispose of properly.

Take wastes offsite to be disposed of instead of burying
them.

Use oil water separators to treat runoff from the site.

B Extraction Activities

Reinject or treat produced water instead of discharging it.

Limit the amount of land disturbed during construction of
access roads and facilities.

Employ spill plans for pipelines, tanks, drums, etc.

B Numbers to Call for More
Information

d paper. The Kentucky Transportation Cabinet adapted work by the Los Angeles Stormwater Education Program.



